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FIG. 1a 
Prior Art 



FIG. 1b 
Prior Art 
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The Printer Ports window 
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Installing Print Monitor 
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The Installing Print Monitor window 
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Initiate program to migrate 
specified class of printers to 
new port monitor. 
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Determine all printer objects 
(EnumPrinters API). 
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For each available 
printer object, do: 
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Determine all ports for 

printer object 
(PRINTER_INFO_5) 








Parse LPR port name to 
determine IP address of printer. 



Communicate with printer using 
determined IP address to determine 
whether printer is of specified printer class. 



Create port to print to this 
printer. 
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structure information on 
printer object and added 

port for migration 
purposes . 
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If there are further 
ports for printer object, 
.go back to block 108. 



If there are further 
printer objects, go back 
to block 104. 
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Spin off new thread to migrate 
printer objects to added ports 
using new port monitor. 
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Return control to the 
spooler. 
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(Thread invoked at block 126 
waits for predetermined period 
of time. 







Process migration data structure to , 
determine all printer objects to 
migrate. 
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For each printer 
object to migrate, do: 




Determine all ports 
for printer object 
(PRINTER_INFO_5) 
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Set printer object to use added 
port(s) (SetPrinter API) indicated 
in data structure. 
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Delete all replaced 
ports (DeletePort 
API) 
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Go back to block 132 if there are 
further printer objects to migrate. 




